AUTOADESIVE
COMPATTE

TIPO MACCHINA | PRODUZIONE | TESTINE DIAMETRO BOTTIGLIA PESO | DIMENSIONI MACCHINA DIMENSIONI NASTRO
MODELE MACHINE | CADENCE THTES DIAMETRE BOUTEILLES | POIDS | DIMENSIONS MACHINE DIMENSIONS TAPIS TRANSP
MODEL MACHINE | oUTPUT HEADS BOTTLE DIAMETER WEIGHT | MACHINE SIZES CONVEYOR SIZES

TR-MAHL | STUNDEN- | FUSCHENTELL | FASCHEN GENICHT | AUSSENAASSE TRANSPORTEURHUSSE
LESTUNG | R DURCHMESSR
CG  [BpHMax| N | MIN. [MAX. | Kg. [ A | B | C D ]

80/2XPs-4 | 3000% | 4 | 40 | 120 |, B0 11470 | 1285 | 1464 | 2200 | 100x100

80/3XPS-5 | 3000% | 5 | 40 | 120 |12 1490 | 1305 | 1760 | 2200 | 100x100

80/2XPs-6 | 4500 | 6 | 40 | 110 |, % |1470 | 1285 | 1464 | 2200 | 100x100

TPO MACCHINA | PRODUZIONE |TESTNE | DIAMETROBOTIGLA | PESO | DIMENSIONI MACCHINA DIMENSION! NASTRO o T T e 1w osan T R e Soi DTN
NODELEWACHINE | CADENGE | TETES | DIAMETREBOUTELLES | POIDS | DIMENSIONS MACHINE DIMENSIONS TAPI TRANSP

WODEEMACHINE | HAUTEURMACEVQUETE | LARGEURMIN. | DISTANCEMIN. | DIAMETRE MAX, BOBINE VITESSE MAX
MODELMACHINE | OUTPUT | HEADS | BOTTLE DIAMETER WEIGHT | MACHIE SIZES (ONVEVOR SIZES MODELMAGHINE | MAX. LABLE HEIGHT MIN, WIDTH WIN.SPAGNG | MAX.ROLLER DIANETER MAX, SPEED
TR ANAHL | STUNDEN- | FLASCHENTE | FLASCHEN GEWICHT | AUSSENMASSE TRANSPORTEURMASSE

TYP- ANZAHL MAX ETIKETTENHONE
XPS H100

MIN. LANGE MIN. DISTANZ MAX. SPULENDURCHMESSER GESCHWINDIGKEIT

LEISTUNG LLER DURCHMESSER
CG BpH Max N° MIN. | MAX. | Kg. A B c D D

100 mm 10 mm 3mm 350 mm 35 Mt/min

XPS H160 160 mm 10 mm 3mm 350 mm 35 Mt/min

80/2RPS-4 | 2500% | 4 | 40 | 120 |, 80 (1430 | 1285 | 1464 | 2200 | 100x100

80/3RPS-5 | 2500% | 5 | 40 | 120 |2 [1535 | 1355 | 1800 | 2200 | 100x100

TIPO MACCHINA MAX. ALTEZZA ETICHETTA MIN. LARGHEZZA | MIN. DISTANZA MAX. DIAMETRO BOBINA VELOCITA MAX.
MODELE MACHINE HAUTEUR MAX. ETIQUETTE LARGEUR MIN. DISTANCE MIN. DIAMETRE MAX. BOBINE VITESSE MAX.
MODEL MACHINE MAX. LABLE HEIGHT MIN. WIDTH MIN. SPACING MAX. ROLLER DIAMETER MAX. SPEED

TYP- ANZAHL
RPS H100

MAX ETIKETTENHONE
100 mm

MIN. LANGE MIN. DISTANZ MAX. SPULENDURCHMESSER

300 mm

GESCHWINDIGKEIT
25 Mt/min

10 mm 3mm

RPS H160 160 mm 10 mm 3mm 300 mm 25 Mt/min




